
WATER  SUPPLY (NETWORK)  DEPARTMENT

SINGAPORE'S
NATIONAL 
WATER AGENCY

SCALE: DATE OF ISSUE: 

DRAWING NO.:

REV. DATE
REV.: NTS

PUB/WSN/STD/311

1
0
0
m

m

150mm

500mm

7
5
m

m

250mm240mm75mm

FRONT VIEW

STAINLESS STEEL BRACKET

C.M.I. COUPLING

28mm x 15mm

COUPLING FOR MANIFOLD END

BALLOFIX VALVE WITH FEMALE

APRON LEVEL

FLOOR LEVEL

CEILING LEVEL

SIDE VIEW

<R
 4D

STAINLESS STEEL BRACKET

50mm

1
5
0
m

m
1
0
0
m

m
1
0
0
m

m

CAPILLARY JOINT

COPPER ELBOW FITTING WITH

DISCRETION OF THE S.O.

SUCH DEVIATION ALTERNATIVE FITTINGS MAY BE USED AT THE

THE RATES ENTERED IN THE B/Q WILL BE HELD TO INCLUDE ALL

THERE WILL BE DEVIATIONS UNDER DIFFERENT SITE CONDITIONS.

THIS DRAWING SERVES AS A GUIDE ONLY.

NOTE:

35mm DIA. COPPER PIPE

CAPILLARY JOINT

COPPER FITTING WITH

25mm DIA. x D (DIAMETER OF PIPE)

COPPER PIPE CONNECTION 
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